/ RIGHT-OF-WAY

R
Ll

;!
< WEAKENED ——_ |
P E_ e \ PLANE JOINTS \\“l SIDEWALK
| !
Q) PO |
SCORELINES +—— :
S .
* |
|
i
—
|
__|2'MIN. TOANY|_ X DRIVEWAY X 2MIN. |
OBSTACLES W l
CASE 1 CURB & GUTTER —
RW % FLARE TO BE USED ONLY WHEN
| MATCHING OPPOSITE SIDE
SLOPE 1/4" PER FT.
3/4" CF K _________ ;
I—LJ l—k 2"
6"P.C.C.
6"C.AB
PROFILE R
&
- WEAKENED
3 HP//’/K PLANE JO|NT;\\ SIDEWALK
VAULT CURB & GUTTER
_———STRAIGHT|GRADE —— |
/
__|2'MIN.TOANY |_X DRIVEWAY X
OBSTACLES w
CASE 2
NOTES:

—_

o o

10. MINIMUM COMPACTION FOR SOIL UNDERNEATH DRIVEWAY APPROACH SHALL BE 90%.
11.DRIVEWAY APPROACH SHALL BE A MINIMUM OF 2' AWAY FROM CURB RETURN.

OTES:

. DRIVEWAYS SHALL NOT ENCROACH INTO CURB RETURNS.
. CURB FACE < 6", X =3'/CURB FACE > 6"; X=4..
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. W= MINIMUM OF 12', MAXIMUM OF 20, WIDER "W" MAY BE REQUIRED BY THE CITY

. MAXIMUM SLOPE FOR THE DRIVEWAY APPROACH SHALL BE 12%.
. EXISTING AC SHALL BE REMOVED BY SAWCUTTING AT A MINIMUM DISTANCE OF TWO

CONCRETE SHALL BE 520-C-2500.

THERE SHALL BE A MINIMUM OF 22' OF FULL HEIGHT CURB BETWEEN APPROACHES ON
SAME PROPERTY WITH THE APPROVAL OF THE CITY ENGINNER.

ENGINEER.

THERE SHALL BE A MINIMUM OF 2' OF FULL HEIGHT CURB FROM PROPERTY LINE.
HORIZONTAL CURB CUTS ARE ALLOWED IF THE EXISTING CURB AND GUTTER ARE IN
GOOD SHAPE IN THE OPINION OF THE CITY ENGINEER.

FEET FROM LIP OF GUTTER.
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